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Paramount Installation Manual

(a) Except as provided in the Terms, all express and implied warranties, guarantees and conditions under statute or general law as to:

 (i) merchantability, description, quality, suitability or fitness of the Goods or Services for any purpose; or

 (ii) design, assembly, installation, materials, workmanship or otherwise,

 are expressly excluded.

(b) Axiom is not liable for physical or financial injury, loss or damage or consequential loss or damage of any kind arising out of:

 (i) the supply, layout, assembly, installation or operation of the Goods or Services; or

 (ii) Axiom’s negligence or other act or omission.

(c) In addition to, and without in any way limiting, paragraphs (a) and (b) above, and notwithstanding that Axiom may provide engineering drawings,  
 which (if it does) must be read in conjunction with Axiom’s installation instructions:

 (i) it is the Customer’s responsibility to comply with all Australian laws, all Standards (including but not limited to AS1288 and  AS1170.1),  
  the Building Code and the requirements of all relevant authorities;

 (ii) the Customer must ensure that any existing structures or substrates to which the Goods are being affixed to are verified by a project  
  engineer as structurally suitable to safely support the Goods or any other items being affixed to the structures or substrates; and

 (iii) the Customer must fully insert and tighten all fasteners (including but not limited to baseplate screws) before installation of the  Goods.



ARN handrail to be slid over glass.
Cap ends of handrail with ARNE endcaps.
2No ECS fixings are supplied with endcaps.

SBC SELF ADHESIVE SETTING BLOCK to top side
of glass for handrail to sit on

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

RETAINED GASKET to the outer face of glass,
SRE for 10mm and 12mm glass. Must be slid into
post prior to assembly.

WEDGE GASKET to the inner face of glass, either
SWE55 for 10mm glass, or SWE35 for 12mm
glass. 

Existing Slab

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - CCP Curved cover plate for the back mount channel
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TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   
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BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

TOP OF SLAB

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(CCP) CURVED
FACE PLATE.



Existing Slab
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RRS handrail to be slid over glass.
Cap ends of handrail with RCS endcaps.
End cap is press fit.

SBC SELF ADHESIVE SETTING BLOCK to top side
of glass for handrail to sit on

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 

ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

RETAINED GASKET to the outer face of glass,
SRE for 10mm and 12mm glass. Must be slid into
post prior to assembly.

WEDGE GASKET to the inner face of glass, either
SWE55 for 10mm glass, or SWE35 for 12mm
glass. 

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - CCP Curved cover plate for the back mount channel

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   



TOP OF SLAB
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BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(CCP) CURVED
FACE PLATE.



Existing Slab
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ARN handrail to be slid over glass.
Cap ends of handrail with ARNE endcaps.
2No ECS fixings are supplied with endcaps.

SBC SELF ADHESIVE SETTING BLOCK to top side
of glass for handrail to sit on

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 

ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

RETAINED GASKET to the outer face of glass,
SRE for 10mm and 12mm glass. Must be slid into
post prior to assembly.

WEDGE GASKET to the inner face of glass, either
SWE55 for 10mm glass, or SWE35 for 12mm
glass. 

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - SCP Square cover plate for the back mount channel

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   



TOP OF SLAB
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BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(SCP) SQUARE
FACE PLATE.



Existing Slab
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RRS handrail to be slid over glass.
Cap ends of handrail with RCS endcaps.
End cap is press fit.

SBC SELF ADHESIVE SETTING BLOCK to top side
of glass for handrail to sit on

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 

ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

RETAINED GASKET to the outer face of glass,
SRE for 10mm and 12mm glass. Must be slid into
post prior to assembly.

WEDGE GASKET to the inner face of glass, either
SWE55 for 10mm glass, or SWE35 for 12mm
glass. 

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - SCP Square cover plate for the back mount channel

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   



TOP OF SLAB
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BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(SCP) SQUARE
FACE PLATE.



Existing Slab
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ASSHH1 Stainless steel handrail bracket with
38mm DIA patch fitting 

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 

ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

ARN handrail to be snap fitted over innerrail.
Cap ends of handrail with ARNE endcaps.
2No ECS fixings are supplied with endcaps.

AIA infill to act as innerrail

2 No 10 Gauge stainless steel screws x 40mm long
to fix infill to handrail brackets.

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - CCP Curved cover plate for the back mount channel

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   



TOP OF SLAB

Paramount Installation Manual

BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(CCP) CURVED
FACE PLATE.



Existing Slab
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RRS handrail to be snap fitted over innerrail.
Cap ends of handrail with RCS endcaps.
End cap is press fit.

ASSHH1 Stainless steel handrail bracket with
38mm DIA patch fitting 

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 

ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

AIA infill to act as innerrail

2 No 10 Gauge stainless steel screws x 40mm long
to fix infill to handrail brackets.

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - CCP Curved cover plate for the back mount channel

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   



TOP OF SLAB

Paramount Installation Manual

BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(CCP) CURVED
FACE PLATE.



Existing Slab
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ARN handrail to be snap fitted over innerrail.
Cap ends of handrail with ARNE endcaps.
2No ECS fixings are supplied with endcaps.

ASSHH1 Stainless steel handrail bracket with
38mm DIA patch fitting 

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 

ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

AIA infill to act as innerrail

2 No 10 Gauge stainless steel screws x 40mm long
to fix infill to handrail brackets.

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - SCP Sqaure cover plate for the back mount channel

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   



TOP OF SLAB

Paramount Installation Manual

BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(SCP) SQUARE
FACE PLATE.



Existing Slab
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RRS handrail to be snap fitted over innerrail.
Cap ends of handrail with RCS endcaps.
End cap is press fit.

ASSHH1 Stainless steel handrail bracket with
38mm DIA patch fitting 

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   

SBC SELF ADHESIVE SETTING BLOCK to underside
of glass to seat onto back mount channel

 

ABM - CWP Back mount channel.

2No  lengths of ADST GLAZING TAPE fitted between back mount channel
and glass

AIA infill to act as innerrail

2 No 10 Gauge stainless steel screws x 40mm long
to fix infill to handrail brackets.

ANKASCREW FIXINGS - refer to engineering documents for
all sizing and applications

ABM - SCP Sqaure cover plate for the back mount channel



TOP OF SLAB

Paramount Installation Manual

BEAD OF STRUCTURAL SILICONE
TO SEAL THE FRONT OF THE ABM-CCP.

AXIOM PRODUCT CODE:
ABM-CCP. THIS PART HAS
TWO PARTS, THE FRONT
FACE PLATE & THE WALL PLATE.

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

CONC. SLAB TO BE VERIFIED
BY PROJECT ENGINEER AS
STRUCTURALLY SUITABLE TO
SAFELY SUPPORT BALUSTRADE
LOADS.

ANKASCREW FIXINGS - REFER TO
ENGINEERING DOCUMENTS FOR
ALL SIZING AND APPLICATIONS

AXIOM PRODUCT CODE:
ADST, GLAZING TAPE.

AXIOM PRODUCT CODE:
SBC, SELF ADHESIVE SETTING

AXIOM PRODUCT CODE:
ABM-(CWP), WALL PLATE.

ABM-(SCP) SQUARE
FACE PLATE.
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FIG 1. CONNECTION TO GLASS

2 No 10 gauge stainless steel screws to fix AIA infill to 
handrail bracket (Axiom Code: ASSHH1).
ASSHH1 handrail bracket attached to glass through 
18mm DIA hole in glass with patch fitting.

AIA Innerrail

ASSHH1 handrail bracket with
38mm DIA patch fitting

18mm hole in glass
(TYPICAL)

2 N°.10 GAUGE
STAINLESS STEEL

SCREWS x 25 LONG.

TOUGHENED GLASS, of appropriate thickness.
Refer to engineering documents for all sizing and
applications. Exposedhorizontal edges to be flat polished   


